
A T TA C H M E N T

C O M P A T I B I L I T Y

›    EXFIL® Ballistic SL
›    EXFIL® Ballistic
›    EXFIL® Carbon
›    EXFIL® LTP
›    EXFIL® SAR  
      Backcountry with Rails
›    EXFIL® SAR Tactical
›    M-216™ Backcountry
›    M-216™ Tactical

A T TA C H M E N T   

C O M P A T I B I L I T Y

EXFIL® PELTOR™ 

QUICK RELEASE 
ADAPTERS

Compatible with the 
following helmets utilizing 
the EXFIL® Rail 2.0 System

›    EXFIL® Ballistic
›    EXFIL® Carbon
›    EXFIL® LTP

Two thumbscrews attach 
to the upper T-Slot on the 
EXFIL® Rail 2.0 System; 
replacement hardware 
is available and sold 
separately

Tool-free attachment 
directly to the quick 
release slot on the  
EXFIL® Rail 2.0 System, 
EXFIL® Rail 3.0 System and 
EXFIL® SAR Rail System

W E I G H T

W E I G H T

0.24 lbs (110 g)

0.15 lbs (69 g)

EXFIL® PELTOR™ 

HEAdset adapters
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› WORK WITH ALL PELTOR™ COMTAC™ SYSTEMS 

› ELIMINATE RIGID METAL HEADBAND PROVIDING  
BETTER FIT AND COMFORT

› OPEN AND CLOSED POSITIONS ALLOW QUICK 
DONNING AND DOFFING OF HELMET

› WIRING IS EASILY ROUTED INSIDE OR OUTSIDE 
THE HELMET SHELL

Part Number
71-CAK-BK

Part Number
80-CAK-BK

EXFIL® PELTOR™ 

adapters



C O N T E N T S
Three (3) fully coated lead weights in 
size small (¼ lb weights) or size large 
(½ lb weights)

One (1) shock cord strap (EXFIL® SAR)

One (1) webbing strap (EXFIL® 
Ballistic or EXFIL® Ballistic SL)

C O M P A T I B I L I T Y
EXFIL® Ballistic
EXFIL® Ballistic SL
EXFIL® Carbon
EXFIL® LTP
EXFIL® SAR Backcountry with Rails
EXFIL® SAR Tactical

C O L O R S

M A T E R I A L

C O M P A T I B I L I T Y

Mesh and Nylon Spandex

Available in size 1 or size 2
EXFIL® Ballistic
EXFIL® Ballistic SL 

MultiCam®

Coyote Brown (FED-STD-595C #20150)

Wolf Gray

Ranger Green (Pantone 7770c)

MultiCam® Alpine

Black (FED-STD-595C #37031)C O L O R S

Coyote Brown (FED-STD-595C #20150)

Black (FED-STD-595C #37031)

Part Numbers
Black Size Small: 70-CWK-BK-1
Black Size Large: 70-CWK-BK-2
Coyote Brown Size Small: 70-CWK-CB-1
Coyote Brown Size Large: 70-CWK-CB-2

Part Numbers
EXFIL® Rail 2.0 Cover
Black Size 1: 73-MHC2-BK-1
Black Size 2: 73-MHC2-BK-2
Coyote Brown Size 1: 73-MHC2-CB-1
Coyote Brown Size 2: 73-MHC2-CB-2
MultiCam® Size 1: 73-MHC2-MC-1
MultiCam® Size 2: 73-MHC2-MC-2
MultiCam® Apline Size 1: 73-MHC2-MW-1
MultiCam® Alpine Size 2: 73-MHC2-MW-2
Ranger Green Size 1: 73-MHC2-RG-1
Ranger Green Size 2: 73-MHC2-RG-2
Wolf Gray Size 1: 73-MHC2-WG-1
Wolf Gray Size 2: 73-MHC2-WG-2

EXFIL® Rail 3.0 Cover
Black Size 1: 76-MHC3-BK-1
Black Size 2: 76-MHC3-BK-2
Coyote Brown Size 1: 76-MHC3-CB-1
Coyote Brown Size 2: 76-MHC3-CB-2
MultiCam® Size 1: 76-MHC3-MC-1
MultiCam® Size 2: 76-MHC3-MC-2
MultiCam® Apline Size 1: 76-MHC3-MW-1
MultiCam® Alpine Size 2: 76-MHC3-MW-2
Ranger Green Size 1: 76-MHC3-RG-1
Ranger Green Size 2: 76-MHC3-RG-2
Wolf Gray Size 1: 76-MHC3-WG-1
Wolf Gray Size 2: 76-MHC3-WG-2

EXFIL®  
COUNTERWEIGHT KIT

EXFIL® BALLISTIC / SL  
HELMET COVERS

› Provides counterbalance at the 
rear of the helmet to compensate 
for night vision and other front 
mounted devices, improving 
stability and reducing neck fatigue

› Attaches with hook/loop (EXFIL® 
Carbon, EXFIL® LTP) and is 
additionally secured to the helmet 
accessory rails with included 
webbing (EXFIL® Ballistic/SL) or 
shock cord (EXFIL® SAR)

› For use with EXFIL® Ballistic or EXFIL® 
Ballistic SL; dependent on the  
accessory rail

› Available in two cuts to fit both EXFIL® 
ballistic helmets installed with either 
the EXFIL® Rail 2.0 or EXFIL® Rail 3.0 
Systems

 › Easy installation and removal via hook/
loop attachment allow rapid change of 
helmet pattern; no tools required

› Close fitting cover creates a secure fit to 
the shell that also protects the  
helmet finish

› Loop panels on the cover attach 
accessories or patches to the outside  
of the helmet and feature slots for cable 
management

› Berry Compliant 


